* SUBLIMATION PRINTING SOLUTION -

INDUSTRIAL-USE LARGE FORMAT

SUBLIMATION PRINTER

UBLISTAR

SUB-1.8m Industrial SUB-2.2m Industrial SUB-2.6m Industrial SUB-3.2m Industrial
Sublimation Printer Sublimation Printer Sublimation Printer Sublimation Printer

Industrial-use Large Format Sublimation Printer uses piezoelectric inkjet printing technology. They can ensure
quick and accurate high-speed printing. They offer exceptional digital printing with high quality, speed, and

functionality.

——( Professional Features )

1. Cost Reduction-Our Sublistar
sublimation printer uses ultrathin
sublimation paper, designed to save
time and money by increasing process
efficiency during industrial textile
printing. It can also save ink.

3. High Speed-Our Sublistar sub
printer 1808 uses 8pcs Epson i3200
print heads. It can reach the fastest

2.Large Format Printing-The printing
width of this sub printer can reach 1.8
meters, and it is easy to printin one
pass with high printing speed, high
production capacity, high efficiency,
and low cost.

4. High Resolution-The resolution of
our sublimation printer can reach 360
X 3600 dpi!

speed, which is 420 sg m/h!

5. Supporting 3000M Printing-Sublis-
tar sublimation printers support
large-roll printing of ultra-thin
gram-weight (28 g and 35g)
sublimation transfer paper with a
transfer rate of up to 95%. It can print
up to three kilometers of transfer
paper at a time.

——( Specifications )
 Model [ SUB-1808TX SUB-2608TX SUB-3208TX SUB-2215TX SUB-3215TX

Print Head ESPON 13200 Print Heads * 8 EPSON 13200 Print Heads *15
Printing Technology Piezoelectric Inkjet
Printing Width 1820mm 2620mm 3250mm 2250mm 3250mm
Ink Cartridges Type:Dye Sublimation Ink Capacity:4*4 CISS (220ml ink cartridge with 5L ink tank)  Color:4 colors (Cyan, Magenta, Yellow, Black)
Printing Resolution Maximum 3600 dpi

Tpass(360x1200dpi):360 sqm/h  1pass(360x1200dpi): 400sgm/h  1pass(360x1200dpi): 430sqm/h  1-Pass: 560 sqgm/h 1-Pass: 650 sqm/h
Printing Speed 2pass(360x2400dpi): 180 sqm/h  2pass(360x2400dpi): 214sqm/h  2pass(360x2400dpi): 234sqm/h

3pass(360x3600dpi): 100 sqm/h  3pass(360x3600dpi): 143sgm/h  3pass(360x3600dpi): 160sgm/h
Media Heating System Integrated post heater & Infrared Dryer & Fan system

Interface USB 3.0

Power Supply AC 220V + 10%, 50/60 HZ

Dimensions(with stand)  4170(wW)x1200(L)x2000(H) mm  4170(W)x1200(L)x2000(H) mm  4760(W)x1445(L)x2100(H) mm  3900(W)x1250(L)x1850(H)mm  4500(W)x1250(L)x1850(H)mm
Environment Power on:Temperature: 15°C to 32°C / Humidity: 35 to 80% (no condensation)

Power off:Temperature: 5°C to 40°C / Humidity: 20 to 80% (no condensation)




* SUBLIMATION PRINTING SOLUTION -

——( Best Helper for Your T-shirt Printing Business )

Specifications

Product Name Sublimation Transfer Paper
Size(width) Sheet Size: A3, A4

Roll Size: 17", 24" 36", 44", 52", 63", 64", 70", 73" and Custom Size
Length 70m, 100m, 120m, 150m, 200m, 500m, 1000m, 5000m, 6000m, 10000m, 20000m
Gram 35gsm, 45gsm, 58gsm, 70gsm, 80gsm, 90gsm, 100gsm, 120gsm, 140gsm, OEM Accept
Ink Dye Sublimation Ink
Printers Epson, Mimaki, Roland, Mutoh, Ricoh, MS, Custom Printers

I Sublistar Dye SublimationInk ----------------oooooo e

‘—_

— 1.Excellent fluency, no clogging, no mis-inkjeting.

2.Good stability, high dyeing rate, vivid color.

3.Directly printing, meeting the digital textile printing mass production.
4.Washing fastness 4-5 grade, dry rubbing fastness 4-5 grade.

5.Wet rubbing fastness 4-5 grade, light fastness 4-5 grade.




